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Exterior Mount/Perimeter Light

Commander® Flashing 
and Marker Light

FEATURES

• Multipurpose surface mount warning and 
marker lights; small size allows for various 
mounting locations on the vehicle 

• Flashing models available with the single flash 
pattern

• Flashing and marker lights are available in 
Amber and Red

• All models are fully encapsulated to prevent 
any moisture issues

• All models include a Chrome flange and 
mounting gasket

• Five-year warranty

Commander® Flashing and Marker lights have a small surface-mount design that can 
be mounted in various locations on a police car, fire apparatus, ambulance, and work 
truck. Flashing models are available with a single flash pattern and available in Amber 
and Red. The Marker/Clearance lights are available in Amber and Red and have a 
wider beam spread than the flashing models. 

Flashing and Marker light models utilize (4) LEDs. All models are fully encapsulated to 
prevent any moisture issues and include a Chrome flange and mounting gasket.

APPROVALS

Marker/Clearance Lights

• SAE J592  

• J2042

COM1FC-R

Available colors for flashing models
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WARRANTY

YEARS

55

LED Color
A R

Lens Color
CHOW TO ORDER

SPECIFICATIONS

COMMANDER FLASHING LIGHTS 
COM1FC-A 4-LED light head, Amber LEDs, Clear lens

COM1FC-R 4-LED light head, Red LEDs, Clear lens

COMMANDER MARKER LIGHTS 
COM1MC-A 4-LED light head, Amber LEDs, Clear lens

COM1MC-R 4-LED light head, Red LEDs, Clear lens

Flashing and marker light 
models utilize 4 LEDs

1.13

1.50

.98

.53

MARKER/CLEARANCE
GASKET

CHROME TRIM RING

MARKER/CLEARANCE
LIGHT ASSY.

MOUNTING
SCREW

MOUNTING
SCREW

1.13

1.50

.98

.53

MARKER/CLEARANCE
GASKET

CHROME TRIM RING

MARKER/CLEARANCE
LIGHT ASSY.

MOUNTING
SCREW

MOUNTING
SCREW

1.13

1.50

.98

.53

MARKER/CLEARANCE
GASKET

CHROME TRIM RING

MARKER/CLEARANCE
LIGHT ASSY.

MOUNTING
SCREW

MOUNTING
SCREW

1.13

1.50

.98

.53

MARKER/CLEARANCE
GASKET

CHROME TRIM RING

MARKER/CLEARANCE
LIGHT ASSY.

MOUNTING
SCREW

MOUNTING
SCREW

COM1FC (-COLOR) COM1MC (-COLOR)
CURRENT DRAW MAX 0.5 A

INPUT VOLTAGE 12 Vdc

OPERATING TEMP -40˚ to +149˚ F (-40 ˚ to +65˚ C)

PHYSICAL SPECIFICATIONS
HEIGHT 0.5 in (1.27 cm)

LENGTH 1.5 in (3.81 cm)

WIDTH 0.8 in (2.0 cm)

SHIP WEIGHT
2 lb (0.91 kg)

1.5 in (3.81 cm)

1.13 in 
(2.9 cm)

.98 in 
(2.3 cm)

.53 in 
(1.27 cm)


